
	 EDMDrillMate	 330i-A
The 330i-A offers the same great features of our larger i-A Series in a com-
pact design to accommodate slightly smaller work pieces.

The highlights of the DrillMate i-A Series are the extra X and Y Travels and a 
Rapid-Access Electrode Changer, which can hold up to ten 700mm length 
electrodes and a four position guide changer. 

Other innovations abound as well.  A robust 60 amp, 75 peak power supply 
is standard. A large granite work table, built in filtration system, linear guide 

rails on all axis, and proprietary software running 
on a DELL computer allow EDM Operators to skip or 

drill holes by simply highlighting the area from 
the control.  A keyed lock feature is also standard 

to prevent operator access to 
change any software settings 
where security is required.

Designed to meet the needs of JOB SHOPS, 
AEROSPACE, MEDICAL and DEFENSE INDUSTRIES, 

the EDMDrillMate 330i-A is simply the most unique EDM Drill on the market today. 
This feature packed machine combines affordability, precision and versatility with 

a host of standard features along with premium options and accessories. 
Compare the features and we think you’ll agree…the EDMDrillMate 330i-A 

offers more than competitive machines that sell for twice the price...
“Designed to put holes in your work, not your wallet!”

There are six models in the i-A Series 
based on the same great design. Inquire about models 
designed to accommodate small or large work pieces.40”19”
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 MACHINE SPECIFICATIONS 	 Model 330i-A

Table Travels (X-Y-Z)	 19” x 11.8” x 25.2
Work Table Size	 39.5” x 18.5”
Min. Ram Height to Table	 2.35”
W Axis Power Backslide	 14.17”
Max. Work Piece Weight	 661 Lbs
Max. Work Piece Height	 15.5”
Automatic Tool Changer	 10 Electrodes
Guide Changer	 4 Position
 
CONTROL/POWER SUPPLY 

Peak Current Selections	 30 Steps
Voltage Selections	 3 Steps
Pulse On Time Settings	 0-100 %
Pulse Off Time Settings	 0-100 % 
Servo	 0-200 RPM
Capacitors	 4 Steps
Max. Current	 75 Peak Amp
Gap Adjustment	 0-100 % 

DIELECTRIC SYSTEM

Resin	 1.1 Cub/ft Resin Bottle
Flush	 Water/Oil
Pump	 Electric
Reservoir	 34 Gallon
Filtration	 15 Micron/5 Micron
Auxiliary Flush	 Standard

POWER   

Input Power Supply (volts) 3 Phase	 208/220/240/480
Max. Rating Power	 5 KVA

GENERAL

Machine Dimensions (WxDxH) approx.	 70” x 67” x 98.25”
Machine Weight	 2,225 lbs
Shipping Dimensions (WxDxH) approx.	 87” x 60” x 100”
Shipping Weight	 2,425 lbs.

STANDARD EQUIPMENT

• 4 Axis Digital Readout  	 4

• 3 Precision Chucks	 Keyed Chuck
• 3 Pk.Brass Electrode Tubes/3 Guides	 4

• Hardened Ground Tooling Rail	 1) 18 7/8” x 2 5/8”
      *(accommodates EDM tooling)
• LED Worklight	 4

• Washdown Hose	 4

*Specifications may change without notice.	

Ten position electrode 
changer shown with 
three-position guide 
changer accommodates 
up to 700mm length 
electrodes.

The 330i-Aoffers extended Z and W axis travel to allow the use of 
700mm/27” electrodes and taller work pieces for hours of unat-
tended operation.  Dual robotic grips add additional stability for 
long electrode lengths or small diameter electrodes.

Non-Conductive Granite Work Surface and Custom Hardened Ground 
Tooling Rail accepts System 3R, Hirshman and most other EDM Tooling.  
This flexibility of work piece set up boosts productivity.

A 34 gallon filtration tank with 1.1 
cubic foot resin tank is standard 
equipment.  This larger tank size 
provides increased temperature 
stability for extended dielectric 
capacity.
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EDMDrillMate®

	
EDM Drill Mate Options

•  Single Axis Rotary Indexer
•  Small 2 Axis Rotary Indexer
•  Large 2 Axis Rotary Indexer
•  Additional Chucks (S, L, XL)
•  Guide Plate (0.1mm – 6.0mm)
•  4” Riser (Factory order)
•  6,000 BTU Chiller
•  Additional Tooling Rail
•  EDM Tapping
•  Carbide Oil Package (Factory Order)
•  20 Automatic Tool Changer

Add multi-axis capability with 
the optional A or AB Indexer. 
Programming is integrated 
directly into the 330i-A control 
for easy operation.

Single Axis (A) Two Axis (AB)


