% EDMDrillMate

The EDMDrillMate Model 20i is the perfect value packed machine for
operations which require a simple yet powerful hole driller.

The Granite work table provides a flat thermally stable work surface
without the concerns of operators accidentally drilling into the
work table.

Adjustable tooling rails are standard on the Model 20i. S
Rails are mounted onto a granite worktable allowing the operator ot &
to slide them open or closed to accommodate small to large :
work pieces (a great feature in this price range).

Power W Axis provides easy adjustment to
accommodate a maximum 11" work piece height.

Glass scales on all three axis for accuracy N
and user-friendly operation. N

The standard transformer has 3-phase
208, 220, 240 and 480 volt taps.
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MACHINE SPECIFICATIONS Model 20i

Table Travels (X-Y) 13.7" x9.8”
Work Tank 31.5" x 17.7"
Work Table Size 21.6”x 14.1”
Min. Ram Height to Table 0.8”
Elector-Guide Travel 11.5”

W Axis Power Backslide 117

Max. Z Motor Axis Travel with Chuck 11.2”

Max. Work Piece Weight 770 Lbs
Max. Work Piece Height 15.7”

CONTROL / POWER SUPPLY

Peak Current Selections 8 Steps

Voltage Selections 1

Pulse On Time Settings 1- 8 Steps

Pulse Off Time Settings 1- 8 Steps

Servo 1-8

Capacitors Fixed

Max. Current 45 Amp Peak Amp
Gap Adjustment 3 Steps

DIELECTRIC SYSTEM

Flush Water

Pump Electric

Reservoir 25 Gallon

Filtration 5 Micron

Auxiliary Flush Yes

POWER

Input Power Supply (volts) 3 Phase 208/220/240/480
Max. Rating Power 5 KVA
GENERAL

Machine Dimensions (WxDxH) approx. 40" x 31.5" x 78.7”
Weight 2,100 Lbs
Shipping Dimensions (WxDxH) approx. = 46" x 40” X 86”
Shipping Weight 2,400 Lbs

STANDARD EQUIPMENT

* Digital Readout
*X,Y,Z Glass Scales
¢ Precision Chuck (0-.118) Keyed Chuck
* 3 PK.Brass Electrode Tubes/3 Guides
* Ground Tooling Rails
*(accommodates EDM tooling) Window Fixture
* Halogen Worklight

Specifications may change without notice.

"~ EDMDrillMate WOR*

The operator friendly T-slotted granite work table, tooling rails and
splash guards are standard.
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Filtration and auxillary flush is standard

Distributed by PERSEO-ERIE, Inc.

2230 West 23rd Street ¢ Erie, PA 16506

Ph. 814/452-4658 ¢ Fax. 814/456-8447 «Toll Free 800/900-9117
Website: www.edmdrillmate.com ¢ Email: office@edmdrillmate.com
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